
#!/bin/bash

#Turn of all LEDS.
echo 0 > /sys/class/leds/fxi-ccandy\:blue\:/brightness
echo 0 > /sys/class/leds/fxi-ccandy\:green\:net/brightness
echo 0 > /sys/class/leds/fxi-ccandy\:green\:power/brightness
echo 0 > /sys/class/leds/fxi-ccandy\:orange\:net/brightness
echo 0 > /sys/class/leds/fxi-ccandy\:red\:/brightness

while true; do

    #Turn on blue LED for 2 seconds and then turn it off
    echo 0 > /sys/class/leds/fxi-ccandy\:blue\:/brightness
    /bin/sleep 2
    echo 0 > /sys/class/leds/fxi-ccandy\:blue\:/brightness

    #Turn on green LED for 2 seconds and then turn it off
    echo 1 > /sys/class/leds/fxi-ccandy\:green\:net/brightness
    /bin/sleep 2
    echo 0 > /sys/class/leds/fxi-ccandy\:green\:net/brightness

    #Turn on orange LED for 2 seconds and then turn it off
    echo 1 > /sys/class/leds/fxi-ccandy\:orange\:net/brightness
    /bin/sleep 2
    echo 0 > /sys/class/leds/fxi-ccandy\:orange\:net/brightness

    #Turn on red LED for 2 seconds and then turn it off
    echo 1 > /sys/class/leds/fxi-ccandy\:red\:/brightness
    /bin/sleep 2
    echo 0 > /sys/class/leds/fxi-ccandy\:red\:/brightness

    #repeat the sequence

done

done


